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SOILS MAP
WESTFIELD, INDIANA

LOCATION MAP
WESTFIELD, INDIANA NOT TO SCALE

1" = 400'

Map Unit:

Br - Brookston silty clay loam, 0 to 2 percent slopes

This poorly drained soil has a seasonal high watertable above the surface or within 1'
and is in depressions. Permeability is moderately slow and available water capacity is
high. This soil responds well to tile drainage.

CrA - Crosby silt loam, fine-loamy subsoil, 0 to 2 pecent slopes

This is a somewhat poorly drained soil and has a seasonal high watertable.
Permeability is very slow and available water capacity is moderate. This soil responds
well to tile drainage.

MmB2- Miami silt loam, 2 to 6 percent slopes, eroded

This moderately well drained soil has a seasonal high watertable and is on sideslopes
and rises on uplands. Permeability is very slow and available water capacity is low.

THE SUBJECT PARCEL LIES WITHIN ZONE "X" (AREA DETERMINED TO BE OUTSIDE
THE 0.2% ANNUAL CHANCE FLOODPLAIN) PER THE FEDERAL INSURANCE RATE
(F.I.R.M.) MAP FOR HAMILTON COUNTY, INDIANA, AND ILLUSTRATED ON PANEL
NUMBERS 18057C0115G AND 18057C0205G, BOTH WITH AN EFFECTIVE DATE OF
NOVEMBER 19, 2014. NOTE ALL FLOOD MAPPING IS SUBJECT TO MAP SCALE
UNCERTAINTY.
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Map Unit:

Br - Brookston silty clay loam, 0 to 2 percent slopes

This poorly drained soil has a seasonal high watertable above the surface or within 1'
and is in depressions. Permeability is moderately slow and available water capacity is
high. This soil responds well to tile drainage.

CrA - Crosby silt loam, fine-loamy subsoil, 0 to 2 pecent slopes

This is a somewhat poorly drained soil and has a seasonal high watertable.
Permeability is very slow and available water capacity is moderate. This soil responds
well to tile drainage.

MmB2- Miami silt loam, 2 to 6 percent slopes, eroded

This moderately well drained soil has a seasonal high watertable and is on sideslopes
and rises on uplands. Permeability is very slow and available water capacity is low.
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